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Motivation 

If a customer chooses to install an excess flow gas shutoff valve or earthquake actuated gas shutoff valve, it should 
be certified by the State of California’s Division of the State Architect (DSA) and should be installed by a licensed 
plumbing contractor in accordance with the manufacturer’s instructions. Pacific Gas and Electric (PG&E) does not 
install or service seismic actuated or excess flow gas shutoff valves, or recommend specific contractors for 
customer applications. 

The State of California is required to approve all excess flow gas shutoff valves and earthquake actuated gas 
shutoff valves used in the State of California. A list of approved valves is available on the DSA’s Gas Shutoff Valves 
Certification Program webpage1  

Directions 

Excess flow gas shutoff valves and earthquake actuated gas shutoff valves must be installed on the building’s gas 
houseline piping (the gas pipe connecting your appliances to the gas meter) downstream of the utility point of 
delivery; i.e., after the PG&E gas shutoff valve, pressure regulator (if installed), meter(s), and the service tee. No 
attachments or connections of any kind are allowed on utility facilities prior to the point where the service tee 
connects to the gas houseline piping. Once installed, the valve must not obstruct the operation or serviceability of 
PG&E’s piping, gas service shutoff valve, gas meter, or gas pressure-regulating equipment. 

In the event that a gas service shutoff valve or an automatic gas shutoff device is closed, there may be a 
considerable delay before PG&E can turn your service on, but do not turn it on yourself. PG&E or another qualified 
professional should perform a safety check, restore gas service, and re-light any applicable pilots, even if an 
earthquake did not cause the closure. © 

 

 

                                                           
 

1 http://www.dgs.ca.gov/dsa/Programs/programCert/gasshutoff.aspx 

Figure 1 - Gas Shutoff Device – © PG&E 

http://www.dgs.ca.gov/dsa/Programs/programCert/gasshutoff.aspx
http://www.dgs.ca.gov/dsa/Programs/programCert/gasshutoff.aspx
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GAS SHUTOFF DEVICES 
There are three types of gas shutoff devices. These are manual shutoff valves, earthquake sensitive automatic shutoff valves, and excess flow automatic gas 

shutoff valves. The DSA certification program deals with the latter two types of gas shutoff devices. 

The original information in this table comes from the California Seismc Safety Commission’s report, Improving Natural Gas Safety in Earthquakes, and was 
adapted by the Department of General Services, Division of the State Architect. 

Types Manual shutoff valve by utilites 
Earthquake sensitive automatic shutoff 

valves 
Excess Flow Automative gas shutoff valves2 

Installed by Unitility Companies Owners (see important limitations3) Owners (see important limitations3) 

Basis of operation Owners with proper wrenches can shut off gas 

in emergencies 

Senses shaking in a residential building that is 

above a design level of shaking and 

automatically shuts off gas 

Senses gas flows that are above a design 

trigger flow rate and automatically restructs fas 

flow downstream to a substantially low level as 

required by the state adopted standard 

Benefits All gas services already have valves installed 

by utility companies. Operation guidance is 

provided in many public information 

documents such as the phone book. 

Activated only in cases when residential 

building shaking may be sufficient to cause 

damage to the gas system. Someone does not 

need to be presents to ensure shutoff. 

Activated only in cases when excess gas flows 

downstream of the device, as in gas leaks. 

Someone does not need to be present to ensure 

shutoff. Can reset automatically once the 

downstream leakage is eliminated. 

Drawbacks Only effective if someone is resent, knows the 

valve location, has access to the valve, and has 

a wrench suitable to close the valve. 

Can actuate even if damage and hazards do not 

exist. Requires manual reset. Aftershocks can 

cause the device to activate after service has 

been restored. Many activate from shaking not 

related to earthquakes. 

Will not shut off gas if leakage is below the 

design triggering flow rate, even if a slow leak 

exists. May not completely shut off gas flow. A 

small residual flow is required for the 

excessive flow automatic shutoff valve to reset 

itself automatically. May not activate if 

occupant changes gas systems downstream 

without modifying the device. 

 

                                                           
 

2 Excess Flow Type A: A device actuated by a predetermined gas flow rate to shut off or limit the flow of gas to the downstream system (see Definitions, CSA U.S. Requirements 

for Excess Flow Valves No. 3-92, Revised 1-16-2000) 

3 Important limitations of DSA Gas Valve Certification: 

 DSA certification is for the valve only and does not include the installation and inspection after installation 

 DSA certification does not replace any requirements adopted by local building departments. The installation gas valves is under the jurisdiction of the local building 

departments. Please contact us if you have any questions about installation, at (510) 747-6800 

 DSA certification does not address other plumbing/piping, mechanical, or building code requirements and issues. The installation and the piping systems containing the 

gas valves must meet the requirements specified by the local building departments and the manufacturers. 
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EARTHQUAKE SENSITIVE AUTOMATIC GAS SHUTOFF VALVE CERTIFICATIONS 
S.B. 12-16-1 California Standard for Earthquake Actuated Automatic Gas Shutoff Systems (ASCE/ANSI 25-97) 

Revised October 2012 

 

Table 1 - ©DSA, CA DGS 
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EXCESS FLOW AUTOMATIC GAS SHUTOFF VALVE CERTIFICATIONS 
California Standard for Excess Flow Automatica Gas Shutoff Systems (CSA 3-92) 

Revised October, 2012 

 

Table 2 - ©DSA, CA DGS 


